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A SECURE  
AND POWERFUL 
DATA ENVIRONMENT
Protect Your Infrastructure Before Disaster Strikes 

Data Center Colocation

Stop worrying about outages, downtime and security 
breaches. Host your business-critical equipment in our Tier III 
data center facility and guarantee business continuity. In the 
digital age, your business needs reliable data storage and 
delivery with low latency and ultra-fast speeds. 

Power
Our data center’s 2N UPS design is leading-
edge, with A, B, C and D systems powering 

all cabinets with active-active feeds.

Security
Our facility is protected with multi-stage 

security at every level. Our system includes 
mantraps, PIN and video authentication.

Capacity
Expecting expansion? Need to cover overflow? 

With a 40,000 square foot facility, we’ve got 
plenty of room for you to grow.

Redundancy
Our design includes multiple layers of 

redundancy for critical power, cooling, network 
and security systems.
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The Tech Specs

Too many businesses struggle with communication technology that’s ineffective and 
frustrating. We’re changing that. Our empowering, cloud-based solutions simplify 

the way you communicate and collaborate.

Get to Know TelNet Worldwide

Enhance Your Calls Today

Site Information

Security

Network Connectivity 

Colocation Space 

Flooring Type 

Loading Area 

Maintainability 

Year Built 

Number of Floors 

Structure Type 

Exterior Type 

Ceiling

In Flood Plain

40,000 sq. ft. facility; 20,000 sq. ft. white space

30 in. raised floor

Secure storage 

Concurrently, Tier III

2014

One

Structural steel

Brick

20 ft.

No

CCTV/Recorded

Secure Storage

Access Control

White Space Isolation

DCIM

Interior and exterior; recorded

5’ x 5’ cage, 5’ x 10’ cage 

Multi-stage, includes mantraps, PIN + live video authentication

Mechanical, utility and carrier

25,000+ points of data, live video feed, power 
utlization, temperature and humidity readings

Port Speed

Redundancy

Transport

Core

10mb / 100mb / 1gb / 10gb / 40gb
Ethernet port handoff to cabinet 

Dual Ethernet feeds available

Layer 2 and Layer 3 connectivity

Redundant fiber paths


